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with 6 pads installed

Completely electric

360° continuous rotation

4-pad or 6-pad in-line configuration

Double vacuum circuit

For vacuum pump only

Battery charging cable integrated

0 / 90° tilt

6-pad cross configuration

Up to six pads

Easy to use

Extra pads stored on transport tray

Safety vacuum seal

BATTERY

TRANSPORT TRAY

MOVEMENTS

2 EXTRA PADS FOR 
DIFFERENT CONFIGURATIONS

VACUUM PUMP

REMOTE CONTROL AVAILABLE

BATTERY POWERED

EN [m - kg]
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JVL450
(with 4 vacuum pads)

Extra pad
UNIVERSAL TOOL FOR ANY CRANE

360° MANUAL 
ROTATION

450 KG MAX 
CAPACITY

(4 pads: 300 kg)
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Completely electric

360° continuous rotation

4-pad or 6-pad in-line configuration

Double vacuum circuit

For vacuum pump only

Battery charging 
cable integrated

0 / 90° tilt

6-pad cross configuration

Up to six pads

Easy to use

Extra pads stored on transport tray

Safety vacuum seal

BATTERY

TRANSPORT 
TRAY

MOVEMENTS

2 EXTRA PADS FOR 
DIFFERENT CONFIGURATIONS

VACUUM PUMP

REMOTE CONTROL AVAILABLE

BATTERY POWERED

EN [m - kg]
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JVL600
(with 4 vacuum pads)

Extra pad
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360° MANUAL 
ROTATION

600 KG MAX 
CAPACITY
with 6 pads installed
(4 pads: 400 kg)
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UNIVERSAL TOOL FOR ANY CRANE


